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Настройка маршрутизатора D-Link DIR-615 для сети IPNET
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Подключение маршрутизатора к компьютеру:

1. Перед началом настройки маршрутизатора вы должны убедиться, что интернет соединение с провайдером активно.

2. Подключите кабель интернет провайдера в основной порт на роутере, который отдельный, другим цветом от всех остальных (порт WAN или Internet).

3. Подключите кабель от компьютера, СТБ приставки в любой порт Lan.

4. Подключите адаптер питания к разьему на задней панели маршрутизатора.
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Порты Lan — предназначены для подключения к компьютера или коммутатору локальной сети. 


Порт WAN или Internet — служит для подключения кабеля RJ-45 от интернет провайдера.


Гнездо для подключения адаптера питания.


Reset — вернуть настройки роутера до заводских. 


Для Windows XP - нажмите «Пуск», «Панель управления», «Сетевые подключения», «Подключение по локальной сети» в свойствах сетевого подключения выберите «Протокол интернета TCP/IP» установите точку на «Получить IP адрес автоматически» и «Получить адрес DNS сервера автоматически», сохраните настройки кнопкой «ОК» в обоих окнах.
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I you are not famiar with these Advanced Network settings, please read the help section
before attempting to modfy these settngs.

[Save settngs | [pon'tsave settngs 9 E

Universal Plug and Play (UPNP) supports peer-to-peer Plug and Play functionality for pond opton. Ping
network devices.

Enable UPRP: (7]

ADVANGED IETWORK | | 3¢ you enable this feature, the WAN port of your router will respond to ping requests | [
g from the Internet that are sent to the WAN TP Address
Enable WAN Ping Respond: (7] eing At
WAN Ping Inbound Fiter :  Alow A1 ~

Details:  [alow_Al

WAN PORT SPEED

WAN Port Speed:  Auto 10/100Mops +

MULTICAST STREAMS

Enable Multicast Streams : (7,






Для Windows 7 - нажмите «Пуск», «Панель управления», «Сеть и Интернет», «Центр управления сетями и общим доступом» слева в списке выберите «Изменение параметров адаптера», «Подключение по локальной сети» в свойствах сетевого подключения выберите «Протокол интернета версии 4(TCP/IPv4») установите точку на «Получить  IP адрес автоматически» и «Получить адрес DNS сервера автоматически», сохраните настройки кнопкой «ОК» в обоих окнах.
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Настройка WAN подключения роутера
D-link DIR-615


Зайдите в браузер Internet Explorer, Mozilla, Opera, Safari и в строке адреса наберите 192.168.0.1.

 
В открывшемся окне в поле User Name выбераем admin, поле Password оставляем пустым и нажимаем кнопку Log In.
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INTERNET

INTERNET CONNECTION

There are two ways to set up your Internet connection: you can use the Web-based Internet
Connection Setup Wizard, or you can manualy configure the connection.

INTERNET CONNECTION SETUP WIZARD

1f you would ike o uiize our easy to use Web-based Wizards to assit you in connecting your new D-
Link Systems Router to the Internet, lck on the button below.

Internet Gonnaction Setup Waard|

Note: Before launching these wizards, please make sure you have folowed al steps outined in the Quick
Installaton Guide included n the package,

NUAL INTERNET CONNECTION OPTIONS

1f you would ke to configure the Internet settngs of your new D-ink Systems Router manualy, then

ko the bution beow






После успешного входа на веб интерфейс роутера на вкладке “SETUP” жмем на кнопку Manual Internet Connection Setup
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WAN

il | Use this section to configure your Infernet Connection type. There are several connection types

to choose from: Static IP, DHCP, PPPOE, PPTP and L2TP. ffyou are unsure of your connection z
method, please contact your Internet Service Provider.

Note : If using the PPPOE option, you will need 1o remove or disable any PPPOE dlient software onnection Typ
on your computers. o

| Savesetings | | Dont Save Setings | .

INTERNET CONNECTION TYPE

Choose the mode to be used by the router to connect to the Internet. .

| oynams P @HCP) N

My intornet Connectigls

DYNAMIC IP (DHCP) INTERNET CONNECTION TYPE o

Use this Internet connection type If your Internet Service Provider (ISP) didn't provide you with
IP Address information and/or a username and password.

HostName : | ]

¥ (compatibiy for some DHCP Servers)

Use Unicasting
Primary DNS Server : (3560 )

‘Secondary DNS Server : 00,00

wru: fiso |

MAC Adcress : [igsozeaainss |

| lone You Po's MAG Adcress
\(SmeYorfos sy
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\WIRELESS SETTINGS.

NETWORK SETTINGS

Hardware Version: C1

SETUP

WIRELESS SETTINGS

‘The following Web-based wizards are esigned to assist you in your wireless network setup and
wireless device connection,

Before launching these wizards, please make sure you have followed al steps outlined in the Quick
\nstalation Guide included in the package.

“This Wgard is designed to assist you in your wirsless network setup. It will guide you through
step-bigtep instructions on how t set up your wireless network and how to make it secure,

Wireless Connection Setup Wizard

Note: Some clfgnges made using this Sstup Wizard may require you to change some settings on
your wirsless clidgt adapters so they can stillconnect to the D-Link Router.

ADD WIRELESS DEVICE WITH WPS (WI-FI PROTECTED SETUP) WIZARD

This wizard s designe} to assist you in connecting your wireless device to your router. It will uide
ou through step-by-stdp instructions on how to get your wireless device connected. Ciick the

button below to begin.

If your wireless network is alread\get up with Wi-Fi Protected Setup, manual confuration of the
wireless network will destroy the egting wireless network. Tf you would like to configure the
wireless settings of your new D-LinkYystems Router manually, then click on the Manual Wireless
Network Setup button below.

| anual wireless Connection setup.

Helpful Hints...

1fyou are new to wirekess:
networking and have.
never configured a
wireless router before,
cick on Wireless
Connection Setup
Wizard and the router

will guide you through a
few simple steps to get
‘your wireless network up
and running.

1fyou consider yourself
an advanced user and
have configured a
wireless router before,
cick Manual Wireless
Connection Setup to
input al the seffings.
manually.

More...




Выбираем тип подключения Dynamic IP (DHCP) и сохраняем настройки Save Settings.

Настройка wi-fi и безопасности с помощью ключа шифрования


В меню слева выбираем Wireless Settings


В окне нажимаем кнопку Manual Wireless Connection Setup
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WIRELESS SETTINGS.

NETWORK SETTINGS

WIRELESS NETWORK :

Use this section to configure the wireless settings for your D-Link Router. Please note that changes
made on this section may also need to be duplicated on your Wireless Client.

WI-FI PROTECTED SETUP (ALSO CALLED WCN 2.0 IN WINDOWS VISTA)

[l
Current PIN : 56404563

Enable :

Ghperate Ner

Wi-Fi Protected Status :  Disafjed / Not Configured

Reset PIN to Default

Rekt to Unconfg

Enable Wireless :

Ay -
Wireless Network Name :  dink (Aso called the SSID)

802.11 Mode:  Mixed §.11n, 802.11g and 802,116 ~
Enable Auto Channel Scan :

Wireless Channel : (2437 G
Channel Width: 20wz -
Visibility Status:  © visible §) Invisible

To protect your privacy you can configure wireless segurity features. This device supports thres
wireless security modes, including WEP, WPA-Persond), and WPA-Enterprise. WE is the original
wireless encryption standard. WPA provides 3 higher el of sscurity. WPA-Persanal doss not

require an authentication server. The WPA-Enterprise dotion reqires an extemal RADIUS server.

Security Mode :

[Wea-Personal

Helpful Hints..

Changing your Wircless
Network Name s the first
step in securing your
wireless network. Change
itto a famillr name that
doss not contain any
personal information.

Enable Auto Channel
Scan so that the router
an select the best
possibe channel for your
wireless network to
operate on.

Enabling Hidden Mode &
ancther way to secure
‘your network. With this
option enabled, no
wireless clents will be:
able to see your wireless
network when they scan
1o sce what's available,
For your wireless devices
o connect o your router,
‘you il need to manually
enter the Wircless
Network Name on cach
device.

1f you have enabled
Wireless Security, make
sure you write down the.
Key or Passphrase that
‘you have configured. You
will need to enter this
information on any
wireless device that you
connect to your wireless.
network.

More.
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Enable Wireless :

Avays -

Wireless Network Name :  dink (Aiso called the SSID)

802.11 Mode:  Mixed 02110, 802.11g and 802,116 ~
Enable Auto Channel Scan :

Wireless Channel : 2,437 Gz -6
Channel Width: 20wz -
Visibility Status:  © visble © Tnvisible

WIRELESS SECURITY MODE

To protect your privacy you can configure wireless security features. This device supports thres
wireless security modes, including WEP, WPA-Personal, and WPA-Enterprise. WEP is the original
wireless encryption standard. WPA provides 3 higher level of sscurity. WPA-Persanal doss not

require an authentication server. The WPA-Enterprise option reuires an extemal RADIUS server.

Security Mode :  Wearersonal  +

Use WPA or WPA2 mods to achieve 3 balance of strong security and best compatiailty. This
mode uses WPA for legacy clients while maintaining higher security with stations that are WPA2
apable. Also the strongest cipher that the client supports will be used. For best security, use
WPA2 Only mode. This mode uses AES(CCMP) cipher and legacy stations are not allowed access
with VPA security. For maximum compatisity, use WPA Only. This mode uses TKIP cipher. Some
gaming and legacy devices work only in this mode.

o achieve better wireless performance uss WPA2 Only security mode (or in other words AES.
cipher).
WPAMode:  Auto (wPa or WPA2) v
Cipher Type:  TiaPand Ags +
Group Key Update Interval : 3600 (seconds)

PRE-SHARED KEY

Enter an 8- to 63-character alphanumeric pass-phrase. For good security it should be of
ample length and should not be a commonly known phrase.

Pre-Shared Key : s

option enabled, no
wireless clents will be:
able to see your wireless
network when they scan
o see what's avalable.
For your wireless devices
to connect to your router,
‘you il need to manually
enter the Wircless
Network Name on each
device.

1f you have enabled
Wireless Security, make
sure you write down the.
Key or Passphrase that
you have configured. You
will need to enter this
information on any
wireless device that you
connect to your wireless.
network.






Wireless Network Name – придумайте уникальное название, например, Имя Вашего компьютера.


Выбераем безопасный режим – Auto (WPA or WPA2).
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Pre-Shared Key - задаем ключ сети (парольную фразу), по которому в дальнейшем будут подключаться устройства к wi-fi сети – запоминаем его. Парольная фраза должна составлять 8-63 символа.


Кнопкой Save Settings сохраняем внесенные изменения и ждем, пока роутер перезагрузится.


Настройка роутера для просмотра IPTV в сети IPNET
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В верхней части меню выбираем вкладку Advanced. В левой части меню выбираем Advanced Network. В поле MULTICAST STREAMS устанавливаем флажок напротив фразы Enable Multicast Streams. 
Затем обязательно жмем кнопку Save Settings  и ждем пока перезагрузится роутер.

Роутер готов к роботе!

